COMMONWEALTH OF KENTUCKY
BEFORE TEHE PUBLIC SERVICE COMMISSION

In the Matter of:

KENTUCKY POWER COMPANY

CASE NO.
94-417

ALLEGED VIOLATION OF COMMISSION
REGULATION 807 KAR 5:006, SECTION 24

R e

O R D E R

Kentucky Power Company ("Kentucky Power"), a Kentucky
corporation which engages in the distribution of electricity to the
public for compensation for lights, heat, power, or other uses, is
a utility subject to Commission jurisdiction. KRS 278.010(3)(a).

KRS 278.280(2) directs the Commission to prescribe rules and
regulations for the performance of services by utilities. Pursuant
to this statutory directive, the Commission promulgated Commission
Regulation 807 KAR 5:006, Section 24, which requires a utility to
adopt and execute a safety program.

Commission Staff has submitted to the Commission an Electrical
Utility Reccident Investigation Report dated June 28, 1994, appended
hereto, which alleges:

1. O©On May 15, 1994, Ronnie Oney, Gary Hartman, Michael Rowh,
Eric Jackson, and Russell Modesitt, employees of Master Mechanical
Insulation, were injured as a result of a sulfur dioxide release at
Kentucky Power's Big Sandy Generating Station in Louisa, Kentucky.
2. The sulfur dioxide release occurred as a result of an

equipment failure,.



3. At the time of the incident, Kentucky Power faliled to
follow its internal procedures for the unloading of sulfur dioxide.
These procedures required that all doorways and windows remain
closed during sulfur dioxide unlocading. At the time of the
incident, one door and several windows were not closed.

4. As a result of Kentucky Power's failure to comply with
its internal procedures on May 15, 1994, Kentucky Power is in
probable violation of Commission Regulation 807 KAR 5:006, Section
24,

5. The sulfur dioxide system is hazardous to the Big Sandy
Generating Plant's operation and personnel. In the event of a
significant sulfur dioxide release, the system's design and
location prevent the isolation of the release and thus increase the
plant personnel's risk of exposure.

Based on its review of the Electrical Utility BAccident
Investigation Report and being otherwise sufficiently advised, the

Commission finds that prima facie evidence exists that Kentucky

Power has falled to comply with Commission Regulation 807 KAR
5:006, Section 24, and that the sulfur dioxide system at its Big
Sandy Generating Plant constitutes an unsafe practice.

The Commission, on its own motion, HEREBY ORDERS that:

1. Kentucky Power shall appear before the Commission on
February 15, 1995, at 10:00 a.m., Eastern Standard Time, in Hearing
Room 1 of the Commission's offices at 730 Schenkel Lane, Frankfort,
Kentucky, for the purpcose of presenting evidence concerning the

alleged violation of Commissior Regulation B07 KAR 5:006, Section
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24, and of showing cause why it should not be subject to the
penalties prescribed in KRS 278.990(1) for its alleged violation.

2. At the scheduled hearing, Kentucky Power shall also
present evidence on the safety and reliabllity of the sulfur
dioxide system used at its Big Sandy Generating Plant.

3. Kentucky Power shall submit to the Commission, within 20
days of the date of this Order, a written response to the
allegations contained in the Electrical Utility Accident
Investigation Report,

4, The Electrical Utility Accident Investigation Report of
June 28, 1994, a copy of which is appended hereto, is made part of
the record of this proceeding,

S. Any motion requesting any informal ceonference with
Commission Staff to consider any matter which would aid in the
handling or disposition of this proceeding shall be f£iled with the
Commission no later than 20 days from the éate of this Order.

Done at Frankfort, Kentucky, this 22nd day of November, 1994,

PUBLIC SERVICE COMMISSION

Chairman

ATTEST: Vilce Chairman

Do Ml A K Badttt

Executive Director Commlssioner




ATTACEMENT A

ELECTRICAL UTILITY ACCIDENT INVESTIGATION

DATE OF THIS REPORT 6-2B-94 SOBMITTED BY Fuad Sharifi and

Elie El-Rouaiheb

NAME OF OUTILITY Kentucky Power Company

ACCIDENT REPORTED BY Tim Ohlinger

DATE ACCIDERT OCCURRED _5-15-94 at 10:12 A.M.

DATE & TIME UTILITY LEARNED OF ACCIDERT 5-15-94 at 10:12 A.M,

DATE & TIME ACCIDENT REPORTED 5-15-94 at 12:02 P.M,

DATE OF ACCIDENT INVESTIGATION 5-16-94

DATE SUMMARY WRITTEN REPORT WAS RECEIVED FROM UTILITY _5-20-94

PERSONS ASSISTING IN THE INVESTIGATION Timothy L. Ohlinger of

Kentucky Power Company.

NAME OF VICTIM(S) 1. Ronnie Oney, Gary Hartman, Michael Rowh,

Erig Jackson and Russell Modesitt.

FATAL No NAME OF EMPLOYER Master Mechanical Insulation

INJURIES Resgpiratory Irritation

LOCATION OF ACCIDENT SITE Kentucky Power Company - Big Sandy Plant

P. O. Box 400, Louisa, XY 41230

BACRGROUND

Kentucky Power Company, Blg Sandy Plant ("Plant") operates two
coal-fired power generation units. Each unit has an electrostatic
precipitator to reduce the particulates ({(ash) emitted to the

atmosphere to meet the air pollution regulations. Sulfur trioxide
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{50;) is injected into the flue gas of each unit as a conditioning
agent to increase the efficiency of the precipitators.

Sulfur trioxide is produced in the Plant from sulfur dioxide
(80,) by oxidizing the latter in two reactors on a vanadium
pentaoxide bed. S0, is then injected into the flue gas of the
boilers.

Sulfur dicoxide 1is purchased from out of state and is
transported to the Plant in a liquid form under pressure on 3,500
gallon trucks. The Plant consumes about one truckload every week.

The Plant operates two identical SO, systems--one system for
each power generation unit. Each SO, system consists of a 15,000
gallon high pressure carbon steel storage tank, a stainless steel
piping network, and ancillary equipment. Only system No. 1 has
truck unloading facilities. SO0, is transferred from system No. 1
to system No. 2 by a portable compressor. System No. 2 is provided
with two pumps to transfer SO, to the converter unit at an elevated
level. The unloading of liquid SO, from the truck to the storage
tank of system No. 1 is performed as follows:

The pressure in the tank of the truck and the storage tank in
the S0, system is about 80-100 psi. A one-inch vapor line from the
Storage tank will be connected to a compressor located on the truck
which draws SO, vapor from the storage tank, compresses it, and
injects it into the truck tank so that the pressure on the truck
tank will be about 20 psi higher than the pressure on the storage
tank. Prior to unloading liguid S0,, a leak test is performed on

the 1 1/2" stainless steel unloading liquid lines. A1 1/2"
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reinforced flexible hose is connected from the truck to the
unloading SO, line. The hose has a valve at each end which is
actuated electrically to an on/off position, then the valves are
opened to unlcad the truck. The unlcading takes about 4 hours. A
1 1/2" sight flow is located in the unloading line. The sight flow
consists of a stainless steel body with a high pressure sight glass
which is sealed by a gasket and a screwed fitting made of bronze.
The sight glass is used by the operator as an indicator for the

flow of the liguid SO, from the truckload to the storage tank.
THE ACCIDENT

The accident was due to the failure in the sight-flow. The
bronze screwed fitting popped out during the transfer of SO, from
the truckload to the storage tank, and liquid SO, released from the
sight flow into the atmosphere and into the building where the
injured employees of the contractor were working at that time. At
least cone door to the building, as well as windows, were left open
during the S0, unloading.

FINDIRGS

1, The sulfur dioxide systems in the Plant are located on
both sides of a private road between the two generation units. Any
serious accident in any one of the two SO, storage tanks could
affect the operation of the Plant and could jeopardize the safety
of the employees. Staff believes that the SO, systems were not
part of the original Plant design. Staff is of the opinion that
since the air pollution regulations were tightened, the

precipitators were too small for the two generators, and the
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injection of S0, was needed to increase the efficiency of the
precipitators which is more economical than replacing the
precipitators by larger ocnes.

2. The sulfur dioxide systems are operated by several
departments, lcoaded by the Laboratory Staff, operated by the
Engineering Staff, maintained by the Maintenance Group, and
obgserved by the Safety Group. Staff noticed the equipment was
neglected, and c¢orrosion was obvious on the pumps and valve
handles.

3. The safety instruments were adequate. The piping network
was made of stainless steel with remote controlled shut-off valves,
a differential pressure shut-off valve, and a series of quick
on/off ball valves along the 1 1/2" unloading line.

4. A compressor for unloading the rail tanks was removed but
the piping system was left in place.

5. Adequate safety instructions were given to the operators
for the loading and unloading process. Adequate safety products
were provided to the operators.

6. The flow sight was made of stainless steel, but was
covered by a screw-on bronze cap. Gaskets were replaced upon
failure, which occurred about every 6 months. The bronze screwed
fitting had worn out and could have been corroded by SO, leaks.
The Plant will replace the screw-on fitting with a flanged fitting

to prevent a similar accident,
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PROBABLE VIOLATIONS OF COMMISSION REGULATIONS

There was one probable viclation of Commission Regulations
involved in this accident. One door was left wide open during SO,
unloading, resulting in a probable violation of 807 KAR 5:006,
Section 24, since Kentucky Power's S0, unleoading procedures require
that doorways, especially roll-up doors, remain closed during SO,
unloading. |

RECOMMENDATION

Staff is of the opinion that the SO, system is hazardous to
the Plant and its personnel because the systems cannot be isolated
in case of a serious accident in the vicinity of the systems.

It is recommended Kentucky Power perform a feasibility study
on alternative systems to generate SO, from nonhazardous material
that could be produced in a confined and well-designed system. A
package unit consisting of a sulfur burner to convert sulfur to SO,
and then convert it to S0, could be a safer alternative. About 600
gallons per day of liguid SO, is used currently by the Plant which
is equivalent to burning about 3,500 lbs/day of sulfur. That is,
a sulfur burner capacity of 150 lbsa/hr. provides the S0, gas needed
for the current capacity for the two power generation units.

600 gallons SO, x 11.65 lbs./gallon = 6,990 1lbs SO, per day

or approximately 7,000 ibs SO, per day

S + 0, --=> S0,

32 1lbs. + 32 lbs., ---> 64 lbs,

S =32 x 7,000

3,500 lbs/day sulfur

[=a]

150 1bs/hr.
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Further, it is recommended that the Commission require
Kentucky Power to show cause why it should not be penalized
pursuant to KRS 278.990, due to Kentucky Power's probable

viclations of Commission Regulation 8067 KAR 5:006, Section 24.
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ATTACHMENT B
KENTOCKY POWER COMPANY
BIG SANDY PLANT
P. O. BOX 400
LOUISA, XY 41230
70, MW N e tpro oate smr: 5 -20-FY
COMPANY ¢ JOM(L Mg/ &WVLW-)
LOCATION: tg/l.a/)f_w /44 .
7 /i
PAX PHONE NUMBER: @-03) Sy - 72719
T -
v
KPC/BIG SANDY PLANT FAX PHONE NO.  606=686~2415 Ext. 1118
NUMBER OF PAGES TO FOLLOW COVER SHXET: X3
ANY PROBLEMS WITH TRANSMISSION CALL: _606-686-2415 Ext. 1116
ADIITICRAL INSTRUCTIONS:
-




Big Sanay Piant

P. 0. Box 400
Louisa. KY $1230-0400
606-686-2415

Commonwealth of Kentucky
Public Service Commission
730 Schenekel Lane

P.0. Box 615

Frankfort, KY 40602

Attn: Ms., Martha Morton

May 20, 1994

Dear Ma. Morton:

ol
NENTUCKY

"RECEIVED

MaY 23 1994
DIVISION OF uTiLITY

- ENGINEERING & SERVICES

Enclosed is the information requested pertaining to the recent

505 leak at Big Sandy Plant.

please feel free to call.

Sincerely,

D K Gidngpe o

Timothy L. Ohlinger
Human Resources Supervisor

TLO:bs

Should you have any questions,



KY-373 KENTUCKY POWER COMPANY

REV. 4/91 ACCIDENT SUMMARY REPORT
JURED "NAME i {AGE
ggnson: ; See Attachment A ;

1ADDRESS ' PRONE NUMBERS:

! JHONMR?

H ‘pUGs:

{OCCUPATYION iEHPhOYEDAB!

‘ 'y
TIMNH {DATE & TIME 1,088 OR ACCYIDENKY { LOCATION iDIvIasToy
g_z_.:_;cn& ! 05/15/94 cn.10:12 A X TM !‘ Louisa, KY ‘! Big Sandy Plant
PERSONMAL (MAYURE & EXTENT OF INIURY )
THRIURY t See Attachment A

1

1

4

{WEERE WASB INJURED TAXEN AFTER ACCIDENT .}HRHE OF DOCTOR

3 2
PROPERTY :m {PHONE MNUKBERS:
DAMAGE: 1 Kentucky Power Company ~ Big Sandy Plant 'EOHE:

' ADDRESS 'BUB‘(GOG) 686-2415

i P.O. Box 400 Louisa, KY 41230 !

'ILIET DAMAGE ~ (ESTIMATED COST2

t  Rotameter - Site Flow Indicator :

s } § 700.00
___,_:__.___—.——-——————————'__—.—'-_'—-'_———
WITHESEBES: ! OBTATK THE RANES AXD ADDRESSES OF DISINTERESTED WITHHSEES WHO EEOW

AMYTHING ABOUT THE OCOURRENCE INOLUDING DATE, BADGE NO. QR NAKE QF

-ll LGy » . b i =320 | .
T I5 IM=- : John L. Ska 5 - Parfo i3 BSP ONE 1 (606) 297-1837
PORTANT TO—MDRESB e 'B‘U&: (606) 686-2415

i P.O. B Lomansville, KY 41232

arIvE :Uhh ox_ 66 '
ADDREELE wwuan————*m (606) 329 0086
OF EVERY ‘mmss 'nusz (606) 686-2415
WITMESRB , 3214 Park Street Asghland. KY 41301 {23 .

1 | BOME:

{ADDRESS ‘:BUB:

DESCRIE- Rotameter (site flow indicator) failed during SO; unloading at approximately

TION OF 10:12 a.m. Sunday, May 15, 1994. The retaining ring wh
ACCIDENT: |9

ass and two gaskets inside the housing fniled while the liquid S0, was being
ransferred from a tanker truck to ta

checked tor leaks prior.to the unloading and none were detected. The system

was not over pressurized. This was the proper application far the rotameter .

being used. See Accident Investigation report - Attachment B for additional
details. .

'DA‘I.‘B May 19, 1994 o Tim Ohlinger

X . Human Resources Supexv;so
Other information provided as requesteq indludes:

Attachment D - S50 notification letter \of unloading from laboratory supervisor
Attachment E - 503 unloading procedures

Attachment F - 505 supplier Al
Attachment G - Job orders compelted on rotameter 19293-54
Attachment H

- Operator's daily inspection log
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ATTACHMENT A

SO, INCIDENT

CONTRACT PERSONNEL

Magtexr Mechanical Insulation

912 S5th Street W.

Huntington, Weat Virginia 25701

{304) S522-6160

Injured

Ronnie Oney

Route 1 Box 191cC
Webbville, Kentucky 41180
(606) 73B-6796

Age: 38

Occupation: Laborer

Gary Hartman

912 Vallance Street
Flatwoods, FKentuckky 41139
(606} 474-6529

Age: 39

Occupation: Laborer

Byaluated

Timothy Day

Admitted to Cabell-Huntington Eospital
for acute respiratory distress.
Fair condition.

Adnitted to Three Rivers Medical Center
for obsarvation. Precautionary measure
only. Heleased May 16 at 7:00 p.m.

Evaluated and released at Three Rivers
Medical Center



FPederal Industrial Services, Inc.
12980 Inkster Road

Redford, Michigan 48239

(313) 533-9888

Intured

Michael Rowh

Route 9 Box 2

Parkersburg, West Virginia 26101
{304) 428-4667

Age: 39

Occupation: Vice President

Eric Jackson

4106 9th Avenue

Parkersburg, West Virginia 26101
(304) 485-5312

Age: 26

Occupation: Laborer

Rusggell Modesitt

Route 9 Box 286F

Parkersburg, West Virginia 26101
(304) 485-9817

Age: 33

Occupation: Laborer

Evaluated

Robert Burch

Daniel Jackson

Cecil McElfresh

Brian McElfresh

Randy Walkins

Admitted to Three Rivers Medical Centar
for cbservation. Precautionary measura
only. Released May 16 at 3:20 p.m.

Treated and released at Three Rivers
Medical Center for minor respiratory
irritatien.

Treated and released at Three Rivexs
Medical Center for minor respiratory
irritation.

Evaluated and released at Three Rivers
Medical Center.

Evaluated and released at Three Rivers
Medical Center.

Evaluated and released at Three Rivers
Medical Center.

Evaluated and released at Three Rivers
Medical Center.

Evaluated and released at Three Rivers
Medical Center.



Three River Medical Center
Hwy. 644

Louisa, KY 41230

{(606) 638B-1200

Treating Physician - Dr. DiGiulio

Cabell Huntington Hoaspital
1340 Hal Greer Blvd.
Huntington, WV 25701
(304) 526-2000

Treating Physician - Dr. Ottaviano



ATTACHMENT B

™5.92
AY2-DTHAL

KENTUCKY POWER COMPANY

ACCIDENT INVESTIGATION REPORT G e s

PART 1
Rentucky Power Ccompany,

Ww¥__Big Sandy Plant _SQ» releass 05-15-94 Age Sex. SS.# . .

sesttiootion Contract personnel {Sea attachment 1)

»w Long in Classification

’w Long In Department Date of Employment
. PART Il
Accldent Classification and Type (Check All Applicable Boxes)

Fatality —— Electrical Contact —FIrst Ald

Lost Workday ————— Elactrical Flash ——Near Miss

Restricted Activity e M @dlGal Case —Vehicle Accident
‘eather Condltions Mostly cloudy .
ata Accident Reported 2>-15-94 To Whom_Appropriate agencies

hare did Accident Occur? (Be specific; Le., overhead line, powsr plant, otc.; it Inside plant, give Ic_:qltlon)__
Unit 1 Sulfur Dioxide Unloading Station

ivPlant/G.Q. Dept Ky. Power Co,, Big Sandy Plant Town Louisa State__KY
‘ames of Withesses to Accldent__John L. Skagga, Charles R. Stapleton, Garry Stewart and

‘ene Haase

lame and Classification of Supervisor in Charge of Work__Michael D. Bayes, Performance Epngipeer

iob Briefing Conducted BY: e Person In Charge of Work

_J.c_..SolI-Brleﬂng (Previous training provided)




Dascription of Accident
(it tnsutficlant Space - Continue on the back ar an‘sxtra shest) (It Applicabls, Attach Sketch)

/sion/PlantQ.0, Dept, _Eerformance = Labsratory Date 23-15-94 Time 10110 8.z, EDT
1ce of Aceldent MMWW '

assification of Injured Period cl_m sabllity

Atentof injurles

iseription of Accldant On Sunday, May 15, 1994, a Performance Tachnician A and a Performance

Technician 2 wara ocverseeing the unlea

unloading station. At 10:10 a.m. EDT, and approximataly 1 hour and 20 minutes into tha

unloading of the first acheduled 805 tanker truck, the tachnicians heard a noiss.

Inatantly a white 505 vapor cloud davalopsd in the unloading aram. This vapor cloud

appsared to be originating from the liquid 804 flow indicator and was spraving in an

sasterly direction toward tha tanker truckas. At the time of the ralsass; the wind wpp
blowing in a northeastarly dirasction. l

After hearing the noise and witnesaing the 803 releass, the Performance Technician B

donned a full-face 503 respirator, rubber glovea, and a chemical resistant jacket and

procesded toward the unlcading pad to close the hand-oparated shutoff valve located hetweean

the flow indicator and ths S0 storage tank. The Parformance Technician A donned a full-

face 503 respirator and proceeded toward the emergancy safety shutoff panel and activated

the switch which closes the automatic 505 unloading valves. This isclated the upstream

sida of tha 50 flow indicater. The Performance Technician A then proceseded to the P.A.

located by t.h; passanger slavator on tha basament floor of Unit 1l and immediately

contactad the Unit 1 Control Room. He informed them of the £07 reiease and instructed
them to activate the emargsncy evacuation alarm to evacuate all appropriats personnel
from the plant. Within approximately 20 soconds, the failed 5§05 flow indicator was
isclated and the ralenss was stcppaed.

As a result of the releass, thres contractor employses wers immediately transportad
to Three Rivars HedicAl Center dua to exposurs to 503 vapoers. Later, other contract

personnsl sought medical evaluation. (See Attachment 1 for details).

Does the Investigating Commities fee! |i has a clear ploture of just what caused the socident?_X__.Yes No

f yes, why did this socldent ococur? (If No, pleass explaln) Equipsent failure. The bronze retaining rin
which securas the sight glass and two gaskets inside the stainless stesl homLi_nq,

failed during the unloading process.
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10.

11.

ATTACHMENT 1

505 INCIDENT

MAY 15, 1994

Ronnie Oney, MMI, Cabell-Huntington Hospital, Guarded but stable condition

Gary Hartman, MMI, Three Rivere Medical Center, Admitted for observation (Released 5/16}
Michael Rowh, FEI, Three Rivers Medical Center, Admitted for cbservation (Released 5/16)
Eric Jackson, FI, Three Rivers Medical Cernter, Treated and released

Russell Modesitt, FI, Three Rivers Medical Center, Treated and released

Robert Burch, FI, Three Rivers Meﬁical Center, Ev;lunted and released

Timothy Day, MMI, Three Rivers Medical Center, Evaluated and released

Daniel Jackson, FI, Three Rivers Medical Center, ﬁvaluated and releasned

Cecil McElfresh, FI, Three Rivers Medical Center, Evaluated and released

Brian McElfresh, FI, Three Rivers Medical Center, Evaluated and released

Randy Walkins, PI, Three Rivers Medical Center, Evaluated and released

MMI - Magter Mechanical Ingulation, Huntington, West Virginia

FI1

- Federal Industries, Parkersburg, West Virginia



ATTACHMENT 2

BOX 427 FARMINGDALE, NEW JERSEY 07727-0427

EUGENE ERNST PRopucTS co. EEP/o PHONE thros Sose 20y Soa-maa,

EEP/ SIGHT FLOW INDICATORS

CONSTRUCTION: lron, Bronze, Carbon Steel, Stainless Steel

Round Glass Retaining Rings are made in Bronze as
they do not come in contact with liquid for
IRON, CARBON STEEL AND STAINLESS STEEL BODIES -

PRESENT PROPOSED

ROTATING TEFLON*

EEPY

WHEEL SCREWED ENDS

EEP 200-5 Sight Flow indicstors operale suc-
cessfully in any position but sre particularly
adapted to pipe lines carrying dark opague
solutions where the motion of the wheel is
easily detected. This modsl is equally adapted
to transparent solutions and gases and s fre-
quently installed wheore observation must be
mada from a distance.

8 PRESSURE RATING — 150 PSIG

FOR INSERTION INTO PIPE

—

(Hustrates 2~ slzs
with flange type
glass retalning covers

MODEL NO. EEP 300-S
WHEN ORDERING: SPECIFY THE EEP/MODEL NUMBER

*OuPoni's Registered Trademark ANU EUNSTRUCTION
SIZES FOR ABOVE MODELS ADJUSTABLE FACE SPANNER
i NSIDNS .
;:5': < ""“Ea c ﬁf,'f;:;‘ WRENCHES FOR REMOVING SIGHT FLOW
ST Ak o e PRI B, RETAINER Rincs
CVEITEIRAST BRI 2 G |0 et | e BT
3_’_-:? -‘,:" ',E?.S'rw?"#l'—‘.}.';f VBT LT e 141128 HUMBER 482 483 | 484
L R e PR el NS > Extrame . | 37 1205 [ 45,
R LN RS I | v T B IR TT TR Copacity, | - iiver. | -3 A desirable and depend-
oy yrrecoee o T R e T PINSIZE| oot [ o able tool for service
:}:'.'ﬁ:g_ :.:,l‘q_q...]u’fgg: Ei}lﬂ-"'?m"l ”2_:.'_ -‘,:_4&‘?,__“_-. Diamiiei™| 3/16% E‘.‘. BL6 where center to center
AEVATRS1S 12010 T2 1. 2.3/87:8 ] 80 ety Gomt 3l —— ';"2__ . dimensions vary. Pins
TN o[ 5755) RN 2l 76, I e milled, surtaces emooin.
e PR B T YT BT TR B s * Dvirall: o] e o Ry v hardened, biack
FZir g7 VAT SRE VAT [~ 2778 0] 1788 .L.-qm_-,-ﬂé@:g!_”;l%mo_-s;a~ eled. e

T

eklek

v hmriemd main

mmmbam)



ATTACHMENT C

EUGENE ERNST PRODUCTS CO. [ o ™ i o ey s

EEP/ SIGHT FLOW INDICATORS

CONSTRUCTION: lron, Bronze, Carbon Steel, Stainless Steel

Round Glass Retaining Rings are made in Bronze as
they do not come in contact with liquid for
IRON, CARBON STEEL AND STAINLESS STEEL BODIES -

PRESENT PROPOSED

ROTATING TEFLON* WHEEL SCREWED ENDS

EEPS

EEP 300-5 Sight Flow indicators oparate suc-
cessfully in any position but are particularly
adapted to pipe lines carrying dark opague
solutions where the motion of the whaeel is
A essily detected. This model is equally adapted
to tranaparent solutions and gases snd is fre-
quently instslled where observation must be
made from a distance.

.. B PRESSURE RATING — 150 PSIG Nustrates z-.h.
MODEL NO. EEP 300-S FOR INSERTION INTQ PIPE with flange type
WHEN ORDERING: SPECIFY THE EEP/MODEL NUMBER glass retaining covers
*CuPont's Regislered Trademark AND CU NSTRUCTIDN
S1ZES FOR ABOVE MODELS ADJUSTABLE FACE SPANNEQ
g;:’: 7 mgi%sio_r!g = ‘:,ffi'::l' WRENCHES FOR REMOVING SIGHT FLOW
R R R i Gk TS KT RETAINER RINGS
U T oeder TR oA v | et | - 1aeT o
.3_{3;:'-;3 : '.i;‘ﬂf'i-é?;éﬁ'.-.n"';_lfdi-iié 7087 ] 128 NUMBER | 482 | 483 | 4sa
e IR S A R I & S awr’ Extrames | 530 3= " B
R R o AR A I Copacity,| % 75°|Gae o] 2F A desirsbie and depand-
T T LA A AT T A MR T | AR e PN SIZE. | 5 :toedl N able 100l for sarvice
S SRR T e Ui SIS | whare 10 camer
VA & . n*.l "] —‘4h I‘_F..‘k"]’z M‘SIB b "g'r,_"'}* umn ;uaza [ z- FTrval dimensions vary. Pins
PRy B RV s Ll e M e T S| milled, duciaces amoath.
N mmagd " e A - 5 - e o . AA ' (114
e e N I L e T o I E T T meﬁfé 6-3/83{6.044710-3/8" eled.

e wtkie deier s hlak . Rasad xire mamtend
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Data

Subject

From

To

ATTACHMENT D

POWER
0S ~lc -4+
S02 Unloading )
M. D. Bayes
Department Heads }
802 is scheduled to be unloaded at 0¥J¢ L icu: hours

on 5 4 Moo . 1y ifret .
{

If there are any conflicts with this schedule, please
contact me. All department heads will be notified in
the event a change in this schedule is necessary.

ﬂq_o.fiﬂﬁsz

M. D. Bayes
Plant Engineer

/bc

cc: M. H. Thomas/W. D. England
‘N. J. Wilson/D. L. Mell
K. L. Borders
D. M. Duellman
T. L. Ohlinger
W. E. Maynard
B. Q. Bussey
M. Jackson
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ATTACHMENT E

EKENTUCKY POWER COMEPANY
BIG SANDY PLANT
505 UNLOADING PROCEDURE

Procedures for employees with respect to work practices during the
unloading of S03:

l. Laboratory personnel shall notify all appropriate perscnnel
of the date, time and unit location of S0 unloading.

2, Human Regources shall notify plant security of the date
and time of scheduled S07 unloading so notices may be
posted at the guardhouse adviaing plant personnel.

3. Work shall be prohibited in confined spaces unless immediate
egrags is possible. This applies to outage and non-outage.

4. Work should normally be restricted in the Unit 1 condenser

pits, the Unit 1 and Unit 2 ash hopper pits, the plant
stack and the Unit 2 P.D. fan areas vwhile they are in
operation.

. Should work be required in restricted areas, the necessary

precautions shall be taken.
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50> UNLOADING PROCEDURES

SAFETY EQUIPMENT

The following safety equipment is to be used for unloading S03:
1) Two self-contained breathing apparatuses.
2) Chemically resistant rain-suit (one per operator).

3) Full-face respirator with appropriate S0 cartridges (one per
operator).

4) Rubber gloves {one pair per operator).

S) Hard hat (one per operator).

6) Approved safety glasses (one pair per coperator).
7) FPace shield (one per operator) - optional.

8) If boots are worn due to inclement weather, it is desirable
that trouser. legs £it "over" the tops of the boots in order
to shed spills of liquid S03.

TOOCLS

1) Two pipe wrenches,

2) One tank car valve wrench.

3} One adjustable crescent wrenhch.

4) One channel lock wrench,

PLUMBING/FITTINGS

1) Flexible stainless steel hoses with associated couplings and
safety valves.

CHREMICALS

1} ammonia solution, preferably in plastic wash bottle with spray
tube, for leak detection.

2) Caustic soda, lime, or soda ash solution for venting, as neces-
sary.

~13-



PRE-HOOKUP PROCEDURE

1) Close gates around SOz truck to prevent vehicle traffic
from entering unloading area.

2} Insure proper operation of eye-wash and safety shower
located just inside the southeast door of Unit 1 building.

3) Barricade the southeast door exit (on the inside) to prevent
pedistrian traffic from entering unloading area. Do not block

access to the safety shower and ‘eye-wash when barricading the
exit.

4) Insure that docorways, especially roll-up doors, remain closed
during SOz unloading.

HOOEK~-OP_PROCEDURE

1) Unloading operations will be performed by two persons properly

instructed and made responsible for compliance with all safety
regulations.

2} Inspect and perform check-eut procedure on the self-contained
breathing apparatuses (SCBA). SCBA's should be readily avail-
able (with boxes copen) for quick access in case of an emergency.
Air tanks should have a minimum of 2000 psi.

3) Remove unloading equipment from the SOz control building.

4) Put on chemically resistant rainsuits, gloves, and full-face
respirator.

5) Insure that liguid and vapor hand-operated shutoff valves
(HOSV's) in transfer lines {at tank pad) are closed, then
remove end-caps from stationary transfer piping.

6) Connect liguid and vapor safety valve air lines to the permanent
air supply on tank pad and to safety valves on flexible hoses.
Open air supply valves.

6} Connect flexible liquid and vapor unloading hoses to stationary
transfer piping and to truck. If O-ring seated couplings are
used, make surxre O0-rings are in place before connecting.

B) Place liquid and vapor safety valve electrical plugs in respec-
tive outlet behind the pad junction box, and into the electrical
connections of the safety valves on the flexible hoses.

9) Open the ball valve to pressure gauge in vapor line (if closed).

10) Oopen both liguid tank car valves on top of S0» tank.

-14-



11)
12)

13)
14)

15)
16)

17)

i8)

19)
20)

21)
22)

23)

24)

25)

Open vapor tank car valve if closed.

Open tank car valve and HOSV at top of tank sight glass.

Tank car valve should be open fully to insure proper opera-
tion of valve.

Slowly open tank car valve and HOSV at bottom of tank sight
glass and inspect for.leaks. If no leaks are detected, open
tank car valve fully to insure proper operation of wvalve.

Open air operated liquid and vapor safety valves using switches

on the S0z unloading control cabinet located on the north side
of the S0 building.

Slowly open vapor HOSV's on the stationary transfer piping.
Check for leaks. If leaks appear, repair as necessary.

Slowly open liquid HOSV's on. the stationary transfer piping.
Check for leaks. 1f leaks appear, repair as necessary.

Instruct driver to open the truck's vapor valve.

When sufficient pressure differential has been established,
instruct driver to slowly open the truck's liquid valve.

Check all piping for leakage.

When S0 flow has stabilized, place the switches on the 502
unleoading control cabinet to the "auto" position.

Test automatic safety valves for proper operation by pressing

the "kill" switch on the control cabinet. All valves should
close.

If safety valves operate properly, reopen safety valves by
turning the switches to -"hand™ and then return switches to

the "auto" position to insure proper operation of the emergency
"kill" switch. If valves fail to operate properly, contact
appropriate personnel to repair as necessary. Discontinue the
unlcocading until the problem is resclved.

Notify both unit control rooms that SO unloading is in preogress.
An announcement will be issued over the public address system.

Operators may now remove chemically resistant rain-suits if
desired.

Monitor unloading by cobserving liquid rotameter, tank pressure
gauge, sight glass level, and piping (for possible leakage).

-15~



TERMINATION OF TRANSFER

1)

2}

3)

4)

5}

6}

7}

8)

9}

10)

11)

When vapor appears in the liguid rotameter, place switches
on the SOz unloading contrel cabinet in the "hand" position.

Put on chemically resistant suits, gloves, and full-face
respirator.

When all liquid has.been purged from the liquid transfer line,
instruct the driver to turn off the truck compressor. Close
HOSV's on stationary liquid and wvapor transfer piping.

If a second truck will be unlcaded, close the automatic safety
valves and allow the driver to vent the truck piping. When
venting is complete, ‘disconnect .the f£laxible hoses and connect
them to the second truck. Repeat steps 15 through 25 above.

If no further unloading is required and all:' ligquid has been
purged from the liquid transfer piping, instruct driver to
turn off the truck compressor. Close EQSV'S ‘on the staticnary
liquid and vapor transfer piping.

Before closing the automatic safety valves, allow driver to
vent the flexible hoses and truck piping. When venting is
complete, close automatic safety valves.

Disconnect unloading piping, place protective end-caps on the

stationary transfer piping, and return equipment to the S0z
control .building.

Close the storage tank sight glass valves and both liguid tank
car valves.

Notify both unit control rooms that unloading is complete. An

announcement of completion of S03 unloading will be issued over
the public address system.

Remove the SQ2 personal protective equipment, properly clean
and disinfect SCBS's and full-face respirators, and store equip-
ment in designated storage cabinet.

Send S0» shipping papers to the storeroom.
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ATTACHMENT F
S0, SUPPLIER

Coulton Chemical Corp.
6600 Sylvania Avenue
Sylvania, OH 43560

{419) 885-4661
Contact Person: Cheryl Jamnisk

Drivers: Garry Stewart
Gene Haase



ATTACHMENT G

Listing of specific job orders for SO; liquid flow indicator from
January 1, 1993 to May 16, 1994.

March 23, 1994

Big Sandy Job Order No. 0296041

Equipment No. 5512529110

Equipment Description: S0; Unloading System Unit 1
Requestead by: T. J. Ruat - Plant Engineer I

Work Description: 503 Liquid flow meter - Leak in and arcund meter.
Repair, this is in the rotameter on Unit 1 tank.

August 27, 1993

Big Sandy Job Order No. Q169772

Equipment No. 551259110

Equipment Description: S0; Unloading System Unit 1
Requested by: J. L. Skaggs - Performance Technician Sr.

Work Deacription: S05 unloading station - replace gaskets on flow
indicator as it is leaking on both sides.

Note: S0 unloading was performed on the following dates:
March 30, 1994

April 15, 1994

April 26, 1994

May 15, 1994
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ator SURVEY UNIT ONE

ATTACHMENT H

HEASUN Y
FREQUE 1=ONCE PER SHIFT RE=REQUIRED @ SUAL
@wcs PER SHIFT UTINE F=PHYSICAL
A=AS NEEDED O=0THER
E EQUIPMENT DESCRIPTION | | {SPECIFICITEMS CHECKED
Lo F1 Ri LKSLEAKS S=SAFETY EQUIP
E ! R1 E!T ILE=LEVEL G=GAGES PU=PUMP
v E] AlY !TH=THRUST V=VIBRATION
LA Q| S|P ;C=CLNKERS T=TEMPERATURE
LT U| O|E iF-:FLOW’ M=MOTOR CH=CHARTS
o E| N |L=LUBRICATION GB=GEAR BOXE
) NI S | A= ABNORMALITIES N=NORMAL
[ N C 'P=POSITION
Y
BOTTOM ASH HOPPER AND PIPING 2| A |VP |[LKSLEGPTMLANCF
! EXHAUST HOOD ATTEMPQRATOR 2| R |[VP [LKS.ANG
: BFP INJECTION WATER VALVE 2{ R |V.P |LKS,AN.P
: COMBUSTION AIR HEATING SYSTEM 21 R [v,p LKS,LEV.PUTMTHLANPF
CIRCULATING WATER VALVES & PIPING 2] R [V.PILKSANP
| GENERATOR GROUND TRANSFORMER 2 A V,P ILKSAN i
569 ¢ TRANSFORMERS EAST, WEST 1AB 2i R |VP ILKS.LEGTFMANP ¢
‘OUT/ |  COOLING TOWER & PIPING 2: A VP |LKS,LEFAN x
SIDE; CIRCULATING WATER PUMPS - 2 | 2 R VP ‘LKSV,PUTMLANPF :
: CHLORING BUILDING ' 2: R [V.P ILKS.GV.PUTH.T.FMLANP !
- ! COMBUSTION AIR COILS 2] R |VP !ILKSLEV.PTMTHLAN 1
v |  CONDENSATE STORAGE TANK 2i A {VP |LKS.AN !
] | SULFURIC ACID TANK 21 R |V.P ILKS.LEPUFMTLANP
' /. AMP TANK & PIPING 2! A IV,P ILKSLEPUFMT.LAN
v S02 TANK & PIPING 2 R {VP [LKSLEUFMTLANP |
| S03 BUILDING & PIPING 2| R |v.P ILKS.GTFMV.LAPN i
" TURBINE ROOM SUMP PIPING 2| A |VPILKS,P i
CIRCULATING WATER SUMP 2| R IvVP ILKSV,PUTF.MANPLE !
DIESEL FIRE PUMP FUEL TANK 2] R IVP |[LELKS.AN
i FIRE PUMPS EAST. MIODLE, WEST 2] A |V.P ILKS,S.GV.PUTHTF.MLANP
' FLUME MAKE UP VALVE & LEVEL CONTROL 2| R |VP |LKS.GV.PFANP
| BRINE PIT AND PUMPS-2 . 2| R IV.PILKS,PUMLANGPS
' FUEL OIL PUMPS NORTH, SOUTH 2l A |VvP iLKS.G.PUMLANP |
i BOTTOM ASH PIPING I 2] RiV.P |LKSNAP :
553 |  MISC DRAIN TANK PUMPS & LEVEL CONTROL 2| R |V.P [LKS.G.V.PUTHTMLANP
i COOLING WATER PUMPS-2 21 A VP {LKS.GV.PUTHTMLANSP
[ LOW PRESSURE SERVICE PUMPS-3 21 R IVP ILKS.GV.PUTHTMLANP |
| COOLING WATER COOLER "2 R |VP [LKS.GTANPF
i CONDENSER PIT PIPING I 2! A |V.PILKSANP
. PASSENGER ELEVATOR SUMP | 21 RIV.PILEAN *
| FREIGHT ELEVATOR SUMP | 2| RIVPILEAN %
| COOLING TOWER BLOW DOWN VALVE 2! A |V.P ILKSAN.P |
_ :  CONDENSATE TRANSFER PUMP i 2! A VP LKSV.PUMLANP |
- . BFP AUX SEAL WATER BOOSTER PUMP | 2] R IvP ILKSMLANPT.TH
| FLASH EVAPORATOR RECIRCULATE PUMPS-2 | 2% A |VP ILKSMLANP 1
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KY-1306

Rev.

Dec.'82

BIG SANDY GAS CONDITIONING SYSTEM

SHIFT IOG - UNIT 1

Actual Operating Conditions

Mon. Tues. . Wed. Thurs. Fri. Sat. Sun.
(1) 1€2) [(3) [(1) {€2) 1¢3) | (1) |{2) |(3) ] (1) |(2) 1(3) | (1) [(2) j(3) | (1) [€2) |(3) {(1) |(2) |(3}
DATE: S/2 /458 ~$/8/9% i 12 1y 7 e el U A TAkert Dir -or
TIME: 0100|1700 Lri)9s4 6120 |pa? ])23s 91221168 \_:ei’w'ce‘ J-4- 7L
UNIT LOAD: 270] 37 170|370 2 |95 R s 262 oy
PARAMETERS ) 0 e ) e e .
1. S0, Flow Mode A
{Auto or Manual} /wf U | m |m } Vg 4 YW
2. Tank Pad Pressure, psig A= &3 553‘ are) s/ f_{ j{ 22
3. Tank Gage Level -
(By Performance Dept.)
4, SO Inlet Pressure, psig /7 /? 20 |30 20 |30 9 7 /? Je
5. SO; Flow, Lb/Hr. ‘
6. Rotometer, GPM 155 o5 oils .u‘?”«/ g 1 Ltgd | osslog
7. Vaporizer Discharge ' .
Pressure, psig ./? 20 ZAM 1% | e ) ,8 ravs
8. Vaporizer Discharge , '
Temperature, °F 7@ ﬁg EL.SE' - ¢o < é} 53 ,Sb
8, Vaporizer Set Temp. °F: '
1 : Nle 4]0 G |o K o 2 |o
42 | :
ZONE 43 / | |
44 [ \ I 1] [
45 | U/ 2 l ) r




KY—1306
"Rev. Nov.'92

SHIFT LOG - UNIT 2

BIG SANDY GAS CONDITIONING SYSTEM

ACTUAL OPERATING CONDITIONS

N /. TOES D, 1 =R -
DRTE WA 971998 B YT BAp A 57 157 Dl T AT T e e
TIME ' 1549 om! [y 1012213000230 o S s03d geer-bs - <20
ONIT LOAD %%(:’mwﬁ el DG 7r0] 2,51135 QYO o= ARG 57
SHIFT DCHQACHD/E‘”C—
1.50, Flow Mod ,
Rer%ote-c-) Logaf— Manual LlYL [l LiLi{( l_}_\ S PA
>
2.Tank Pad Press. psig 7? %L{ ¥0 /9 ‘F'f g‘f Y'f 1 75/7.3 >0
3.807 Inlet Press, psig 7% 3(’ ):3 g’;}' ?l £7 f{qh 80 2’] "{[’ 5 2
4.S0, Flow Recorder % 3D 37-75’.",’;2‘{ Y 127 -31 20 |3) Jl 5/
5.Rutometer. GPM 357 145] %2 7‘) B AR AR AR PR oy (NI
6.V i Di h c i
Pressure Psia o g 031V o3 et W 19 ]//
7.Vaporizer Disch. Temp. .
OF (Local Thermometer) (‘;0 ‘{’D L @ NO |yl Yo L”) 30 (‘)/0"'10 1/6
§.Blower; a.Filter Diff.Press.zﬁ’l-S 2.5 -z:ﬂ.’: > 13 3'53-{&7 2.4 193
b.Disc. Press.psiq 7617-5|75|2 1 ¥ {5 | 51K y 1 v
c.Disc. Temp. OF [A<|200 19 25135 /95| 1901300 |1 7810 [)10 /7S
d.0il Level VAN A VAT ./n/v_/:/l/x——
9.Bed One Iniet Temp. (a0 M517991783 TPAUTC 1| 729797 08 772, WYY 795
10.Bed one_Outiet Temp.  (402)f0f RO7|%“ign 78Y\F01| 709 lgo1 [755 s [yg7[B0F
11.Bed Two Inlet Temp. (403945116 o | 893564 909, 5185 3L warlp 3 17€ 0
12.Bed Two Outlet Temp.r) (404928 9821771980 1931925 | Pw219 73 [P blFy [90]974]
13.North Lance Temp. (405 931713 1057719 A 22 6703 709 |63 X122 17y 6T !
14.South Lance Temp. (406 ) 77603V V712 177317931990 75, [ A {24279
15.Air Heater Ca T . (409) sy
H e e R 7 IBCA 124 pse|tip 115 3]wae | 1414 63
16.50, Vapor Temp. (414036 (Y415 | R7 | 3¢tz 21 3 919/
o P2 R P LY
17.5S0, Flow Peak To Peak . | s/ 7
2 Flzctuationo% =2 é"" g 3{%{ 33{:’3} ,6 % nws
18.1Is S0, Pump I/S .
’ Yes or No ND NG YO\ INO 1 | M iNOLHolpe W o
.~ . . ' , , M A -
#6 Foel O Tk Lzue’/ B W et s N6 e
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